
INSTALLATION GUIDE

55503 EXTENDED CAB 60/40 REAR SEAT
Ford F250-F750 (2008-2016)
Ford F650-F750 (2017-2022)



Your new seat covers are covered by a 
two-year, unconditional, no B.S. warranty.

That means that if you manage to abuse 
them to a point that they can’t perform like 
they’re supposed to within two years of when 
you bought them, we’ll make it right.
Depending on what is more practical, we’ll 
either repair or replace the damaged cover.

Basically, you break it, we buy it. 
Seriously.



For assistance with installation, call us at 507.246.3545

BILL OF MATERIALS

ITEMITEM QUANTITY

Seat Back Cover 1

Driver’s Side Seat Bottom Cover 1

Passenger’s Side Seat Bottom Cover 1

General care instructions:
1. In most cases dirt, debris, spills and pet hair can be removed by wiping with a 
    damp cloth.
2. Seat covers can be removed and machine washed on low temperature setting  
    using mild detergent.  
    Drip dry or machine tumble dry on a no heat cycle. 
    Straps should be coiled and secured with rubber bands for machine washing  
    and drying.
3. Soil may be removed with spray cleaner or detergent and water. 
4. Oil or grease stains should first be treated with a dry cleaning solvent followed  
     by a spray cleaner or detergent and water.
5. Do not use bleach.

Seat Backs & Bottoms have tag signifying Driver or Passenger



For assistance with installation, call us at 507.246.3545

1 - Preparation 

q 1.1 - Using a flat screwdriver, depress the three metal tabs holding the seat back to the rear of the cab.  There is a tab  
 located just in from each end of the seat and one in the middle.  Pull the seat back forwad, depress the tab, and   
 pull the seat away from the wall.  Repeat for each tab.
q 1.2 - Lean seat back forward and pull up to remove from bottom brackets.

q 2.1 - Tip seat bottom up.
q 2.2 - Pull seat belt receptacles out of elastic strap.
q 2.3 - Pull cover over seat bottom.  On 60 portion, pull elastic strap through hole in cover and
 run seat belt receptacles back through elastic strap.
q 2.4 - Pull top flap under seat bottom and fasten to velcro on bottom of cover.

2 - Install Seat Bottom Cover



For assistance with installation, call us at 507.246.3545

3 - Install Seat Back Cover 

q 3.1 - With the seat back out of the truck, install the cover as shown in the pictures.
q 3.2 - Ensure all clips and brackets are not covered.
q 3.3 - Pull flaps as tight as possible to ensure cover does not slip.
q 3.4 - To re-install seat back, slide seat back behind seatbelt.  Hook bottom loops in the brackets on the back of the   
 cab.  Push seat back against rear of cab, ensuring the three metal tabs on the seat back clip into their respective  
 holes.


